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Anleggsement
CEM I 52.5 N
Last revision June 2016

The cement satisfies the requirements according to NS-EN 197-1:2011 for Portland cement CEM I
52.5 N. 

 
 

Properties  
  

Declared values 
 

Requirements 
according to 

NS-EN  197-1:2011 
 

Fineness  (Blaine  m 2/kg)   415  

 

Specific weight  (kg/dm3)  3.14  

 

Soundness  (mm)   1 ≤ 10 
 

Initial setting time  (min)   120 ≥ 45  
 

 
 
 

  

  1 day 21   

   ≥ 20  

    

  

2 days 33
Compressive strength (MPa )

7 days 49

28 days 63  ≥ 52.5 
Sul fate  (% SO3)  ≤  4.0  ≤ 4.0 

Cloride  (% Cl-)  ≤ 0. 085  ≤ 0 .10  

Water soluble chromium  
(ppm Cr 6 +)  

  

≤ 2 
 

≤ 2 1 

Alkalies (% Na2Oeq.)  0.60  

Clinker (%)  96 95 -100  

Minor additional constituents
 

(%)
 

 4 0-5 
 

 

1.  A c c o r d i n g  t o  E U  r e g u l a t i o n  R E A C H  A n n e x  X V I I  p o i n t  4 7  
C h r o m i u m  V I  c o m p o u n d s . 
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